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constitutes permission and consent to Commission and Staff inspections of the site. Note: Notice is hereby
given the Connecticut Department of Public Health must be notified by applicanis for any project located within
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F*_ Heo- Py lne.

Record Owner's Name "Applicant’s Name
[ Wolerside bame 125A Beoak <.

Street Street
\aleak l-la&fucd CT _oelot {Dese 't-Lr&-ngé CT___Oelio
City State Zip - City State Zip

Sal- g - 232-
Telephone # Telephone #

_ emml:clay{-m@ }laZP(‘os,C‘ﬁm
Contact Persun:* M
Name -*Applicant’s Sfgnature ¢\, ¥t beor s
“"( \l\lg-‘ersuzle Lﬂl"e- ( v 4
Street Signature o’Owner/Authorized Agent
\u. ~ K‘lL uf P

\lest Hi\-(u d_CT hio? C \r\'o _ °
City State Zi

(£60) 202-3956 _dns_b_gnu_&m_@ grasl, cam “@r
Telephone # . E-Mail : lJ‘ b

s/ TPZTemplates TWWAPermitApplication_Aprill}

A
[FLF . SZOMING T



| Haz-Pros, Inc.

i 125-A Brook Street
West Hartford, CT 06110

l (860) 232-2225

Pool Project For
Goldfarb Family
114 Waterside Lane

Scope of work:

Install an in-ground steel wall vinyl lined residential swimming pool with dimensions of
22’ 6’ wide and 36’ in length — 560 square feet. The pool is manufactured by Latham
International and is sold by Baystate Pool Supplies located at 1360 Blue Hill Avenue in
Bloomfield CT. The Latham International in-ground steel wall swimming pool consists
of steel wall panels, steel frames/supports, vinyl liner and associated accessories — pool
steps, skimmer, filters and lighting. Steel panels are comprised of No. 14 gage (minimum
0.068/1.75 mm) base-metal thickness steel sheets complying with ASTM (Type B) with
coating designation Z700. Steel frames and supports are No. 12 gage (minimum 0.097
inch (2.46 mm) base-metal thickness cold-rolled steel complying with ASTM A 653
(Type B) with coating designation Z720. The vinyl liner is a flexible polyvinyl material
that has a minimum thickness of 20 mils (0.51 mm). The pumping, filtration and heating
systems will be placed on the North side of the house and the PVC piping will be brought
down to the pool in an 18 inches deep 30 inches wide trench. Play scape will be removed
from site.

This will be a “salt water” based swimming pool versus a factory created chlorine one.
The salt water science behind this safe technology lies within the Salt Chlorine
Generator. As pool water passes through the generator the unit generates a safe low-
voltage current that converts the salt in the water into fresh pure chlorine. This water is
evenly dispersed throughout the pool via the return jets, By using the salt water system
increased safety is achieved because there is no handling or storage of toxic chemicals,
no harsh shocking is necessary and there will be no caustic or harmful by-products from
the factory made chlorine. The pool is winterized by blowing the water in the piping
system into the pool and plugging pipes. No reduction of water is needed nor will any
water be siphoned off onto the property. There will also be a waterfall made of nature
stone boulders with a vinyl liner that will cascade into the pool. It will be 7 feet wide and
15 feet long and will have its own water pump system.

Surrounding the pool will be a 1,380 square foot patio which will tie into the pool cement
coping. The patio will have 12 inch processed gravel and stone base with a tumbled
paver placed on top and the joints will be filled with polymer sand to ensure stability.
There will be a 30 foot wall made of New England fieldstone with a concrete center
binder that will be West/adjacent to the pool patio. Additionally a landscaped area 3 to 4
feet wide and 70 feet in length will be installed on the East side of the pool patio to help
control any pool water runoff or splashing from the pool. There will be buff granite stairs
with paver landings from the pool area to the rear of the house. 12 inch processed gravel
and stone dust will be under the stairs and paver landings.



Accessing the construction area:

All equipment, materials and related vehicles will enter the property from Waterside
Lane and proceed East up the driveway and enter the backyard on the North side of the
house. There will be a construction pad on the North side of the house that will be 30
feet in length and 12 feet wide.

Sedimentation and Erosion Control Notes:

1.

All erosion control measures will be constructed in accordance with the
“Guidelines for Soil Erosion and Sediment Control” by The Connecticut Council
for Soil and Water Conservation.

Hay bales, if used, are to be butted tightly end to end and staked in place using
two 2” X 2” X 36” wooden stakes per bale,

All erosion control measures are to be maintained, or replaced, during
construction as necessary.

Contractor is responsible for implementation of all scil erosion and sedimentation
control measures shown on these plans. This responsibility includes
implementation as well as maintenance. Any proposed changes to this plan must
be approved by the engineer and/or the proper town agency.

Hay bales to be placed so that string does not come in contact with the ground.
Erosion and sedimentation control measures will be installed prior to
construction, wherever possible.

Areas to be left bare for more than 15 days shall be treated with air dried wood
chip mulch or seeded with perennial rye-grass until final grading and stabilization
is to take place.

Additional erosion control measures shall be installed during construction if
deemed necessary or ordered by the project engineer or proper town agent.

Sequence of Construction:

1.

© 00N O R W

1

0.

Install Silt fencing and construction pad as per the Connecticut Guidelines for Soil
Erosion and Sedimentation Control as of the 2002 publication.

The area to be excavated will be marked in the field. Remove play scape.
The area of the pool and coping to be leveled.

Excavation to proceed and all excess material to be removed from the site.
Footings of the pool to be formed and poured.

Install vinyl liner and fill with water.

Backfill with process gravel.

Hook up mechanicals.

Final grading for pavers and any retaining walls.

Secure all pool fencing.

11. Stabilize all disturbed areas.
12. Remove all E & S control measures.

Reasonable and Prudent Alternatives:

The location was chosen because it’s the flattest area of the backyard and the closer to the
house the more excavation of the ground would be needed increasing the disturbance of
the ground and sedimentation.
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TO: Catherine Dorau, Associate Planner
FROM: Charles R. Guarino, Civil Engineer I C/Z Q

SUBJECT: 114 Waterside Lane

The grading, drainage and erosion control aspects of the plan dated 6/9/16 last revised 7/18/16
are acceptable,

CRG:sr

C: Duane J. Martin, P.E., Town Engineer

TOWN OF WEST HARTFORD 50 SOUTH MAIN STREET
WEST HARTFORD, CONNECTICUT 06107-2431
(B60) 561-7540 FAX. (B60) 561-7551
www westhartford org

TOWN OF WEST HARTFORD
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TO: Catherine Dorau, Associate Planner
FROM:  Charles R. Guarino, Civil Engineer II A

SUBJECT: 114 Waterside Lane

We are in receipt of a letter from North Star Surveying and Engineering to Mr. Clayton Kilbourn
Dated 7/10/16, received in our office on 7/12/16. Two stand pipes have been installed in the
vicinity of the proposed pool which show the ground water table to be 6™ below the proposed
pool excavation, Therefore the applicant does not anticipate having to dewater the excavation.
However due 1o rain events or unexpected ground water intrusion a note shall be added to the
plan noting that any pumping (dewatering) of the excavation must incorporate a pumping settling
basin in conformance with the 2002 Connecticut Guidelines for Soil Erosion and Sediment
Control Manual.

CRG:sr

C: Duane J. Martin, P.E., Town Engineer

TOWN OF WEST HARTFORD 50 SOUTH MAIN STREET
WEST HARTFORD. CONNECTICUT 06107-2431
{860) 561-7540 FAX. (B60) 561-7551
www westhartford org

TOWN OF WEST HARTFORD



N
!’Lf'

" 4
Woodridge Association "; J
PLANNING & ZONING DIVISION
July 13, 2016
Cathy Dorau

Associate Planner

Department of Community Services
Town of West Hartford

50 South Main Street

West Hartford, CT 06107

Re: Proposed in-ground pool at Goldfarb property
114 Waterside Lane, West Hartford, CT

Dear Ms. Dorau,

This letter will confirm that the Woedridge Association Board of Directors has reviewed
and approved the application by the Goldfarb family to install an in-ground salt-water poo}
on their property.

We appreciated the Goldfarb's presentation that outlined the steps that they were going to
take during the construction and after the project’s completion to control the erosion,
sedimentation and any possible run-off.

We did raise questions regarding protections to keep the pool water separate from Wood
Pond and endorse the steps they outlined including the installation of a berm, location of
the pool mechanical equipment and use of a tanker truck to drain the pool should repairs
be necessary.

We were encouraged by their desire to ensure that the project does not have a negative
impact on the Associations’ water bodies and thus voted to endorse the project.

Your assistance in encouraging our members to include the Association in the discussion of
this project is appreciated. Should you need any additional information or further
clarification, please feel free to contact me at 860-561-4825.

Sin erely,

Leland. Brandt
President

71 Waterside Lane

West Hartford, CT 06107
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3 l July 10,2016
PLANNING & ZONING DiVISION Richard P.Martel L.5., P.E.

Mr. Clayton Kilboum
Haz—Pros, Inc.

125—A Brock Street
West Hartford, CT 06110

RE: Ground Water borings ot pool location.

Dear Mr. Kilbaourn:

The purpose of this lstter is give the results If testing for ground water lavels at the locatlion
of tha proposed pool as shown on the accompanying sketch for the proposed pool at 114

Waterside Lane.
Two borings were 'made ond 1" perforated PVC satndpipes were installed on 7-=7-16.

Readings for groundwater were token the following doy with the results posted on the

ottached sketch.
Excovation for the pool is sxpected to be 8.5' to 9.0'. Even with o small overdig, groundwater

should not Impose a consideration with the pool excavation/conatruction.

Repectfully Submitted /
o W

Richard P. Martel LS & PE

998 Farmington Avenue Sulte 108, West Hartford, CT 06107 (860) 233-6312
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DEPARTMENT OF
COMMUNITY SERVICES

July 12, 2016

TO: Catherine Dorau, Associate Planner

4

FROM: Charles R. Guarino, Civil Engineer 11

SUBIJECT: 114 Waterside Lane

Based on my review of the plans titled “Wetland Regulated Activity Zoning Location Map
Dependent Resurvey Prepared for: Linda H. Goldfarb, et al 114 Waterside Lane West Hartford,
Connecticut Date 06/09/16 Revised 7/5/16”, 1 offer the following engineering comments:

1. The bottom of the proposed pool is at elevation 95, to allow for gravel and sand below
the liner the excavation will be down to approximately elevation 94. If the bottom of the
pool excavation is below the pond surface elevation a dewatering plan is required. The
water surface elevation of Wood Pond must be labeled on the plans.

2. The easterly street line of Waterside Lane needs to be shown on the plans.

CRG:sr @,L—@” = ljﬁ
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C: Duane J. Martin, P.E., Town Engineer .
PLAN! iZl\_HﬁG CGEI0N

TOWN OF WEST HARTFORD 50 SOUTH MAIN STREET
WEST HARTFORD, CONNECTICUT 06107-2431
(860) 561-7540 FAX: (BB0) 561-7551
www westhartford org

TOWN OF WEST HARTFORD
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Spencer & Washburn 1903-1931
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June 24,2016
Richard P. Martel L.S.,P.E.

Mr. Clayton Kilbourn
"Haz—-Pros, Inc.

125-A Brook Street
West Hartford, CT 06110

RE: Wetlonds Application for 114 Waterside Lane in West Hartford.
Oear Mr. Kilbourn:

This letter is to further oddress the inpact of the construction ond placement of the proposed
pool at 114 Waterside Lane.

The short term effects of the construction of the pool would be minimal, if any, if the
soil erosion and sedimentation control measures are properly placed and maintained.

The long term effects would be for an increased amount of run—off to the lake. This is in
consideration of the capture effect of the pool itself and run—off of the pavers.

The water quality of the run—off from the pavers would be of a higher quality than from
any lawn areo. In oll, there would be an advantage to the for the lake and dllowing for a fuller
use and enjoyment of the property.

Repectfully Submitted /

Richaord P. Martel LS & PE

998 Farmington Avenue Suite 108, West Hartford, CT 06107 (860) 233-6312



Catherine Dorau

From: Clayton Kilbourn <clayton@hazpros.com>

Sent; Woednesday, June 29, 2016 9.04 AM

To: Catherine Dorau

Subject: RE: 114 Waterside Lane IWW #1047 Engineering Comments

Good morning — I'm having boring company meet myseif and Rick at the property July 7" to bore where the deep end of
the pool will be. We need 9 feet to clear the bottom of the deep end. Hoping all goes well if not we will reevaluate our
options....

Clayton Kilbourn
President

Haz-Pros, Inc.

125-A Brook Street

Woest Hartford, CT 06110
Phone (860) 232-2225 x 8
Fax (860) 233-9654
www.hazpros.com

From: Catherine Dorau [mailto:cdorau@WestHartfordCT.gov]

Sent: Wednesday, June 29, 2016 8:59 AM

To: 'Clayton Kilbourn'

Cc: Todd Dumais; Brittany Bermingham

Subject: RE: 114 Waterside Lane IWW #1047 Engineering Comments

Clayton,
Sounds like CEC had the same concern as one of Charles Guarino’s comments* —

> *The bottom of the proposed pool is at elevation 95 (assumed datum) to allow for gravel
and sand below the liner the excavation will be down to approximately elevation 94. The
water surface elevation of Wood Pond must be labeled on the plans. If the bottom of the
pool excavation elevation is below the pond water surface elevation a dewatering plan is
required.

Since this will be in CEC’s minutes and Engineering comments to the TWWA — it is good to address before the
meeting, It would help to have a memo to accompany the revised plan — describing how you’ve addressed Engineering
and CEC’s comments.

Thank you,

Cathy

Catherine Dorau

Associate Planner

Town of West Hartford

Department of Community Services: Planning and Zoning Division

50 South Main Street, Room 214 | West Hartford, CT 06107 | ph 860.561.7554 | f 860.561.7504

New Email: cdorau@westhartfordct.gov




€401 -133HS [_

VW3 #4413,
Q44
INIWZ9 = NOJLL-SWVN 80T

12 OMAEIW00Ta
- LYISAVE HIWOLSND

R maaa. Ok =8l 3 vos|ve6
wos Douvouosssums  3S,A1 334 [ usa| stozoers__wvalsey . W uan 50 ) G-14S-G10Z
OMGISIONIAI HL LOVINOS SSVITd 00462 tsson) awnon] ece ) 3ov3uns| 4oMma
Pl bl A% 00002 1eo sn) 3wnon[.0-g6 AAINNE| S1INYd 19318 J.2F
FINVOHOIOV NI O TTVLENI 28 TIVHS \

ANV SO0 INTNIRIAS HO4 QINDIS39

30TIVHS INBNAI0DI DNCHSDNG. | 0 B3N JHOIH 0-9€ X 9-¢¢ X 0-8} ININTDO Eg

SAYAOY

WOl=ry

JITEL SR
AR O
WL SR
BT

9 .
2 —— o1 —9— &

%

T

B
r INIRBIYM 9 L _
T i ]
SERE T
YAWWIIS \
94,6 g .9%4,6
4 ' 1 \\l‘
A q"\ /
tl/n P @Xﬂ.m
. SfLHITT
llmg.vﬂ\“mﬂ—.m e _Nx¢.m
/ _.m.mxa.m
.\\ Y6
% b wt/ -.w.,ma.c—
n9,2%4,6 <% [ 4 4[‘\\“ Frail ...N"N."mh
o DRRSG N V30N
._—Xd.m ' ..M..—Xda.m

n.2X4Y.G

€8L2-HSI #1830

WIYY JIVIUNS 40 1334 TUVNDS 00E AYIAI MO NUNLIY
INO ONV VIHV 3DVUNS 40 1334 34VNDS 008 AHIAI HO4
YINWINS INO DNIDVID HO4 TIFISNOISIY SI RITIVISNI
JHL “TT0Z $-201/dSdVAISNY HUM TINVOHODIV NI




€402 #mmrm_ SLOZ/DESS *ALVQ 68/STdS 602 H OMT LHOIM 0—9¢ X 9—2Z X 0-Bl ININ3ID
LI GEF S aE E ¥
e WEE-GT L E0L |1
¢H
3 ¥ [1S
2l x5l F N
3 it
5 2 2 ) *8p.
MUEL | WLGEL | P96 |Vl <y 4
R71WEA] Zib LL-6 i) 186 = 8//-5.2
ZIL 66l | NG | -8 1¢ 9 \ \wﬂ_ﬂ ' g
#1022 i} YEL |1 =
JEGEL KA R A } S
] ...."w e £l 1-ElL sz al
114 ul Ilf
#L-EL / ~ A
o L T ,_ﬂ;.. > S g R £ o
3 K] W 82 R R NV S ~ =
[ T X 3 Ky y H T oo .W N H " TN = °F
_FETI] FE -9l o7t &0 R S S IR hY =
N e [Tesa%s% \ 3
o RN M T — A9 AN S W N N Wy S
3 Taa— N\ / 2i 1 1)
D w K/ _ N
1 y ,
NI S s\ <=
m Odb SUXET OV LHM 240 1-B0L960VE-MYD : e
} Odl SUGY] QVH ATY LHM ZdD| 1801 BROUN-MVD) =4 e |
b Odb BRILI OVH AY LHM ZdD] 1801 ZL0H-MVD S i e Pr
z Od\ SHXK1 OVH AT LHM 2D | 1-0908Y0:-MVD b + e ©
I )0 PanS YoL] — 00INASI-dOD P e S
vz g5 Buido) 1-dN3-MvD [43 -] L
b VHGX.E¥! QUL EOVH dAUS T3S | _ BOIMLILISNSS e
1 Vil .6 X .50} Qv HONIE 13215 | BOIHSZING XSS b 8
2_|__Od0SL LNN MWD IXBLA/E HIS 1708 | 0SLINISMOH-d) % 6 99
z OdSz 81 DVIS VG| SIS Dd)| P AL
® eI 2%eig a g s \ g
z LIS 00005100 g 4 53 H \J
z 92005 XU0S00EGHY g & 4
b SOUY6 X0801 2508
L N6 XV801ZZ00Y 9
3 1 XUB0IZ10VY — - :
: WEIGL ZI0I0 | W Ord)] Pioig KR KAL) R7I]SHAN] P L[ 000 i L
: LHON 2G| L0801pe0vy TR e T Frole O LSO Zh 6g 2 15| B0 LSPGO L
b LUB X0BOLYE0VH 7 L =T I BV 210 6 ZILES Z g / TS AL
! £F¥U6 X180 150VY a..m..ﬂ y ..W_IN 91 G 1] LB OT0TG | JBEEl-gL) LG .umw.mm N_.o H bt F_”a.w.i mN
I LU XIB0LES0VY T 01-FL y B8 GLON L] b LI-lE| GLOI 6 I LIl F.Z| ZHOILS A-bt| G
} 9545 Xi1801990vd | [P 0L-G[ GLoibL 7 A T e A 02| 6018 v | ZHOIZS Lot v
06 SGE| LITHEL LZH ELOIL AN PE 6ok JI01 ] i1 L vL] HOLLS FE-OL EOTC |
¢ HIAAAS A0 LL-FT| OTOIE — BE[ 2 PIE Li-FL[ Z}0 HEGJL GIOT] <2IL G-84| CHOILH 8L 8011
£ 6 X1B0LEL0VY A-JL| SI0IE Pz /1 K [ el Lo 7 0L 6] £S01LS OLEC
ALD vopdiseq| g e 057 L L L A A SRE0L L0 01-92) ¥101 7 SE000Eq PL BT
K A WL HILEBL G it €81 710 HIE G JEZ| EFOEL HILEIE] 9016 O EON T
) Tzl sioet 002 b1a0; TN TSI a1 A T S I 2 T A Y AN
Cad el I N S E FRHELEE il &9 TP L S g0e] GO v | Jeeg o) e




£40¢E ‘133HS SL0Z/OEM B1va 6845¢-1dS-5102 #OMA 1HOIE 0-8€ X 9-2Z X 0-Bl ININ3D

-

T L) a- 51

]
2
922

844
10




Parts List

ITEM_] Qry PART NUMBER__| REV PES N DATE
1 1 |SWP-AAF1PCC-42 0 2010 21472010
2 1 [IPC-AAFTROD
3 1 [IPC-AAFCLIP
4 2 (IPC-HWHNUTS/8
5 2 |IPC-HWFBLT3/8-b
6 1 |IPC-DRVSTK12G
7 2 |IPC-HWFNUT3/8
BRACE ADJ A-FRAME IPC C/F 42"
PART #:ch.AAF1Pcc-42 WE'GHJ; MACHINE TIME. lFlLEI'mRECTORY. Jﬁgﬁwwm;gw&ﬂ“:mn
TOLERANCES EXCEPT | MATERIAL: DATE : NOTES:
ABNOTED 2/412010 2 FORMERLY
e s wmoesm T IBRAWN BY: sheev: | o, (IPC-AAF1PC-CF)
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ICC-ES Report ESR-2782P

ICC-ES | {800) 423-6587 | (562) 699-0543 | www,icc-es.arg Reissued 04/2016
This repart is subject to renewal 04/2018,

DIVISION: 13 00 00—SPECIAL CONSTRUCTION
SECTION: 13 11 13—BELOW-GRADE SWIMMING POOLS

REPORT HOLDER:

LATHAM INTERNATIONAL

787 WATERVLIET-SHAKER ROAD
LATHAM, NEW YORK 12110

EVALUATION SUBJECT:

LATHAM INTERNATIONAL STEEL WALL VINYL-LINED RESIDENTIAL
SWIMMING POOLS

ICC =Y @ ICC S

&S c PMG & LISTED

Look for the trusted marks of Conformity! %
*2014 Recipient of Prestigious Western States Sefsmic Policy Council E!-_%

{WSSPC) Award in Excellence” A Subsidiary of S CaNeE

ICC-ES Evaluation Reports are not to be construed as representing aesthetics or any other attributes not
specifically addressed, nor are they to be construed as an endorsement of the subject of the report or a ‘@
recommendation for its use, There is no warranty by ICC Evaluation Service, LLC, express or Implicd, as

to any finding or other matter in this report, or as to any product cavered by the report. ﬁm"’ﬁm"'ﬂ

Copyright ® 2016 ICC Evaluation Service, LLC. All rights reserved.



Most Widely Accepted and Trusted

ICC-ES Evaluation Report

ESR-2782P
Reissued April 2016
This report is subject to renewal April 2018.

www.icc-es.org | (800) 423-6587 | (562) 699-0543

A Subsidiary of the International Code Councit®

DIVISION: 13 00 00—SPECIAL CONSTRUCTION
Saction: 13 11 13—Below-Grade Swimming Pools

REPORY HOLDER:

LATHAM INTERNATIONAL

7687 WATERVLIET-SHAKER ROAD
LATHAM, NEW YORK 12110

(518) 951-1000
www.lathamint.com
ronsastman@lathamint.com

EVALUATON SUBJECT:

LATHAM INTERNATIONAL STEEL WALL VINYL-LINED
RESIDENTIAL SWIMMING POOLS

1.0 EVALUATION SCOPE
Compliance with the following codes:
® 2006 /nternational Building Code® (IBC)
m 2006 International Residential Code® (IRC}
m 1987 Uniform Building Code™ (UBC)
Propertles avaluated:
® Physical properties
o Durability
2,0 USES

The Latham Intemational In-ground steel wall vinyl-lined
resldentlal swimming pools are permanently installed for
recreational use as swimming pools in residential
applications with water circulated through a filter In a
closed system. The pools comply with ANSUNSPI-5 as
Type 0 pools as noted in Table 1,

3.0 DESCRIPTION

The Latham International in-ground steel wall swimming
pools consist of stesl wall panels, steel frames and
supports, vinyl liners, and assoclated accessories (e.Q.,
poc! steps, copings, skimmer, filters, and lighting). Steel
panels are comprised of No. 14 gage [minlmum 0.068 Inch
(1,75 mm)] base-melal thicknass steel sheels complying
with ASTM A653 (Type B), with coating designation Z700.
Steel frames and supports are comprised of No. 12 gage
[minimum 0.087 inch (2.46 mm)] base-metal thickness
cold-rolled steal complying with ASTM A B53 (Type B),
with coating designation Z720. The vinyl liner |s a flexible
polyvinyl material that has a minimum thickness of 20 mils
S°-51 mm). Copings are aluminum or PVC. Fasleners are
h-inch-dlameler, 1-inch-long (8.5 mm by 254 mm),

flanged hex, Grade 2, A 307 steel bolls, JS500 coated,
with matching hex nuts complying with ASTM A 563 Grade
B, D or DH. The overall dimensions, depths end capacities
of recognized medels are shown in Table 1,

4.0 DESIGN AND INSTALLATION

The Latham Intemational in-ground steel wall swimming
pools must ba Installed in accordance with this report and
the manufacturer's published Installation Instructions. All
plumbing and electrical work must comply with the codes
In affact at the construction site.

The swimming pools may be installed without a soll
investigation by e registered design professional, subject to
the code official's approval, provided none of the following
conditions is encountered at the site:

1. The existence of groundwater within the depth of the
pool excavation.

2. The existence of uncompacted fill in contact with any
portion of the pool.

3. The axistence of eny expansive-type solls.

The existence of any sofl types with an angle of
reposa that will not support the walls of the excavatlon
at desired slopes.

5. Danger to edjacent structures posed by the proposed
pool location,

6. The existence of any cracks or openings in soil that
would not confine sand bedding.

7. The setback between pools and slopes does not
comply with Section 1805.3.3 of the IBC.

If any of the above conditions are encountered,
excavation must cease Immediately. The specifled
conditions at the site must then be reviewed, and
recommendatlons mads by a registered design
professional. The code officlal must approve the registered
dasign professional's analysis before work is resumed.

Detalls specifically for installations In expansive, clay, or
adoba solls apply only when supporied by the registered
design professional's analysis and approved by the code
officlal.

The she for the pool must be initially excavaled {o the
required grade below the vertical wall panel dapth. The site
must then be averexcavated approximatsly 2 feel (610
mm) around the perimetar of tha poa! alang lts vertical wall
panel line to pemit Installation of the wall pansls and back
braces. Excavation and fine grading of pool bottom and
slde slopes musl then be completed. Back braces and wall
panels must be placed and bolied logether. Plumbing and

ar an endorsement of the subject of the report or & recommendation for its use. There is na warmnty by ICC Evaluaticn Service, LLC, express or bmplied, ax

10 any finding or other matter in thiz report, or ax ta any produet covered by the repars.

1CC-ES Evaluation Reporte are nof to be consirued as representing aesthetics or- any other attribuies nat specifically addressed, nor are they io be canstrued E @
s v
=

Copyright @ 2018 ICC Evaluation Service, LLC. All rights reserved.
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assoclated accessories must be installed in accordance
with the applicable plumbing code. Normal-weight concrele
with a minimum 28-day specified compressive strangth of
2,500 psi {17.2 mPa), must be placed behind the panels
around the perimeter of the pool 8 Inches deep by 24
inches wide (203 mm by 810 mm), Including the area
behind any walk-In stalrcases, to fll the width of the
excavation, Additional concrete must be placed at each
back brace to a minimum dapth of 12 inches (305 mm), A
cementilious pool base mix, such as concrele or
varmiculite-cement, must be placed over the pool bottom
to a depth of 2 Inches to 3 inches (51 mm to 76 mm), and
troweled to a smooth finish.

Exception: I groundwater Is encountered during
excavation, a 3-nch-thick (78 mm) layer of “-inch-
diameter (19 mm) stone must be placed, and then a 3-
Inch-thick {76 mm) layer of concrete must then be placed
over the stone. A ‘rinch-thick (12,7 mm} layer of
cementitious pool base mix must be smoothed over the
concrate.

The vinyl liner must then ba Installed in strict compliance
with the manufacturer's Instructions, to ensure a smooth,
waterproof surface that conforms to the pool walls and
bottom surfaces, Backfiling behind the pool panels then
takes place using clean, porous soils, free of roots end
debrls, installed and carefully tamped in layers not to
exceed 12 inches (305 mm} in thickness to eliminate voids.
The backfill placement and filling of the pool with water are
to be accomplished concurrantly In order lo prevent
uneven loading on the pool pansls and avold the potential
collapse of the pool wall,

5.0 CONDITIONS OF USE

The pools described in this report comply with, or ame
sultable alternatives to what is specified in, those codes
listed in Sectlon 1.0 of this report, subject to the following
conditions:

5.1 The pools must be constructed and Inslalled in
accordance with this report and the manufacturer's
published installalion instructions. In the evant of a
confiict, this report governs.

5.2 Elecirical, mechenical and plumbing installatlons must
comply with the applicable codes In effact at the
construction site.

5.3 Setback between pools and from slopes must comply
with IBC Section 1805.3.3, or IRC Section R403.1.7

5.4 A barrier must be installed in accordance with IBC
Section 3109.4 or IRC Section AG105.

5.5 Slip resisiance is oulside the scope of this evaluation
report, Reports of slip resistance tests that
demonsirale compllance with Section 8.4 of
ANSINSPI-5 must be submitted to the code officlal
for approval.

5.8 Diving equipment may not be installed.
6.0 EVIDENCE SUBMITTED

Data in accordance with the ICC-ES Acceptance Criterla
for Vinyl-lined Residential Swimming Peols (AC279), datad
October 2005 {(editorially revised April 2009},

7.0 IDENTIFICATION

Each pool shall, at the skimmer area, bears a label with the
name Latham International, the manufacturing plant
location (6930 Gettyshurg Pike, Fort Wayne, Indfana); the
pool model; a bar code for traceability; and the avaluation
report number (ESR-2782).

A permanent sign, bearing the following statement, must
be attached to the pool pumping equipment:

Notice: The pool must remain full of wafor at alf fimes.
Pool may ba damaged if the waler level Is allowed to drop
below the inlel. When appreciable drawdown Is hoticed or
if i becomes necessary fo drain (he pool, the
manufacturer/oool  dealer must be contacted for
Instructions.

A permanent labe! must be attached adjacent to the
above slign indicating the name, address and telephone
number of the Latham International products distributor.
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*To be absolutely clear, there are sea water pools, meaning pools that are filled with ocean water.
These are not so common and are typically focated right at the coast. Sea water pools require
special equipment and surfaces to withstand the very briny 35,000 parts per million (ppm} of salt
found in the ocean. There are also additional filtration and maintenance concerns as sea water
contains many components {minerals, algae, and other organics) not found in the public tap or well
water used to fill most pools.

How Much Salt?
(http:/lwww.inyopools.com/blog/wp-
content/uploads/2015/03/Blog-
Image-Pool-Salt.jpg)

Salt water poals are quite different, with only about 3,000 ppm
of salt. This concentration is below the threshald detectable to
hurnan taste buds and will not leave any noticeable salty residue
on skin and hair. Liken it to the saline solution used for contact
lenses. So, while bathers may swim and relax oblivious to its presence, the salt is involved in some
complex chemical reactions in order to create chlorine.

.« o (http://www.inyopools.com/blog/wp-
[Na]+ [Cl ] content/uploads/2015/03/Blog-
o Image-Salt-NaCl.jpg)The Science
Behind the Salt

Salt is added to pool water In conjunction with the installation of a salt chlorine generator. The
generator is comprised of a power supply which is wired at the pool equipment pad and a salt cell
which is plumbed Inline with the pipe returning water to the pool. Inside the salt cell are coated
metal blades which recelve a low voltage current, As salt water passes through, electrolysis occurs,
splitting the salt and water into hydrogen and hypochlerous acid. This acid replaces the chlorine
i_ablets or granules traditionally used to sanitize pools.

This process repeats indefinitely as the salt converts to acid and then the acid converts back to salt.
Salt does not evaporate. Therefore, once the proper ppm of salt is reached, only small amounts of
salt are required to adjust levels, Some things that affect salt levels are heavy rain, which dilutes the
concentration of salt, or heavy pool usage (think pool party), when a significant amount of water

might be splashed out of the pool.

High Quality Chlorine

The chlorine produced by this electrolytic process is less harsh than the traditional “tri-chlor”
chlorine used for pools. Chlorine created from salt does not smell like bleach, and is very gentle to
skin, hair and swim suits. The water has a softer feel. These are the more aesthetic benefits of using

Get Your FREE 128 Page Pool Care Guide

hipdwww.nyopools.com/blogiwhat-Is-a-sall-water-pool/
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’

- & salt chlorine generator. Other pros include not having to buy, handle or store buckets of chlorine.
Itis also considered to be a purer and therefore healthier form of chlorine, for those Interested In
limiting their exposure to this potent chemical.

Is Salt Right for You? R
(http://www.inyopools.com/blog/wp- R
content/uploads/2015/03/Blog-
Image-Aqua-Rite.jpg)

if you're considering a salt pool, here are some factors to weigh, - -

First is the initial expense of the generator. This generally J___,h—ﬁm .
ranges from about $600 - $1200 depending on your pool size, - =
and how many bells and whistles you require. Some salt
systemns include automation to control all of your pool equipment and these can cost considerably
more. Energy usage comes into play as well; a salt chlorinator only produces chlorine when the pool
pump is running. You will also have the initial expense of many pounds of salt to get the pool up to
the proper ppm; once that is done, salt maintenance is typically minimal and not very expensive.

Second, you will need to replace the salt cell, generally every 3 - Syears. Replacement cell prices are
in the neighborhood of $500 - $800. If you live in a warmer region where your pool is open year
round, you might need to replace the cell more frequently.

Third, it is important to remember that a salt system replaces chlorine only. You still need to adjust
for pH, alkalinity, calcium hardness, etc. And shocking your pool s still a necessity when it is
enduring summer's heat and high bather loads (this can be done through the “super chlorinate”
feature on most salt systems). Some salt pool owners stili do supplement with traditional granular
shock as using the salt system to shock the pool does decrease cell life.

Faurth, salt can be corrosive to pool equipment and some types of stone decks. It is important to
maintain proper salt levels and consider “salt friendly” pool gear. There are rails, ladders ?
(hitp://www.inyopools.com/Products/013-00020057344.htm) and diving boards
(http://www.inyopaols.com/boards_srsmith_salt.aspx) designed to be resistant to corrosion. Lights
with plastic face rings instead of stainless steel are advisable as well as heaters with cupro nickel

(instead of copper) heat exchangers.

All of the above considerations aside, water quality in a properly maintalned salt pool is definitely
superior in feel, smell and taste, There are more and more pool owners opting for sait chlorine
systems every year, Because of this, we have created many Salt Chlorine How to Guides
(http://www.inyopools.com/how_to_guldes.aspx#SaltChlorineGenerators) so be sure to delve in if
you want to learn a whole lot more.

salt Chlonination Systeims (http://www.inyopools.com/blog/tag/salt-chlorination-systems/)
Get Your FREE 128 Page Pool Care Guide

htip:iwww Inyopools.com/bloghwhat-is-a-salt-water-pool/ ki)
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INTELLIFLO® 2 VST VARIABLE SPEED
HiGH PERFORMANCE PUMP

$» PENTAIR

* i
Ot
[~ '
-
IntelliFlo 2 VST Appliance
Variable Speed Pump Efllglency
atabase

Protected by U.S, Patent No. 7,686,567, 7,815,420; 7.854,597; 8,043,070;
8,469,675, B,573952; D5&B.340; D606,562; D411,430 and Patent Pending
and all corresponging loreign counlerparts.

Featured Highlights

» Control keyped can be rotated for convenient
orientation on the pump or wall mounted with
Relocation Kit

* Intuitive, aasy lo use menu structure for programming
and monitoring

« Interfaces perfecily with Pentair automation systems
that give you the convenience of mahite device contral

= Can be programmed to deliver exactly the speed/flow
required for filtration, water features, heating options,
ORP and pH testing and dispensing, salt chlorine
generators, suclion cleaning and spas

« Tolally enclesed fan cooled design for quiet operation
and long tife

» Top-mounted field wiring compartment makes access
and installation sasier

* B-programmable speed settings and built in timer

IntelliFlo 2 VST Variable Speed pump s the next generation of Pentair's variable-speed pump technology. With energy savings
up to 70% versus convenlional pumps, near-silent operation and advanced programming capabilities, this pump continues to
deliver everything a pool owner wants and reliability no other competitor can match.

Ordering Information

Full Load

Amps kW  HP - SF

Product Modal Voltage

011055 IntelliFlo 2 VST 230 16 32 3 13

Primary Listingsand PoriSize  Carton

SEHP FREQ, Cerlifications * INPT] wit. [Lbs.)

395  S0HefE0HZz

UL Y NSFY,APSP'  Zin.x2in. 55
520641  IntelliCom 4 - Rated 15 - 240 VAL 15-100 VDC with 4 inputs 8
521109  IntalliCom 2 - Rated 9 - 30 V OC with 4 inputs 1
350122  Communication Cable - SOk, - Included with pump 2
357156  Chemical Reslstant Lid
1549042  Keypad Relocation Kit 2
1201-D154  Zin.x 2 in, Union [2in, NPT male x 2 In. lemale NPT quick connact] * Note: two required per pump (sold individually) 2

' UL indicates that pump bears a UL mark signifying evaluationto U 5.
Stand:rds UL1DE1 for Perm tly Cannected S ing Pool and Spa
Pumps and to Canadinn Standards CAN/CSA €22.2 No. 108-01 Liguid
Pumnps For Swimming Pools Only IEnclosure 3.

! "NSF" indizates that pump bears a NSF mark sigrilying evaluationto
N5F Standard 50 For Sell-Priming Centritugal Pumps For Swimming
Pools Only.

Refer to catalog page 43 for a selection of 2-Pola GFC| breakers
which offer & milliamp personnel protection while meeting
2008 to current NEC Standards for Pool Pumps,

¥ "APSP° Fump has besn evaluated to ANSHAPSP/ICC-15 and Calornia
Title 20 and is certified touse on Residentia! Swimmung Pool Filtratica
Systems

¢ Product may have been svaluated lo other state and local regulatory
standards, Listing status may changa. Always conlirm status with
appropriate agency i indoubt.

Note: Fump must be used with current cotleclors when installed on apas
of hot tubs in Canada,



INTELLIFLO® 2 VST VARIABLE SPEED
HIGH PERFORMANCE PUMP (CONT DY

Dimensions and Performance

m - S— .__|_ S r— —’—
-ﬁ.-\
30 | MOLTPLID ES0 B ]
STV SHIEDS
80 =g i _\\ ~=3110 RPM
=== 2350 RFM
B o | sreme-suomem B \\\ ~=+1500 RPM _|
; =750 RPM
B w +——t \‘\ S\
£ \
2 50 S \\
g a0 -_--"'"'--._ 1 _.\\ \
5 SPEFD 3 - JASO APM Y
E = R
30
P = + \\ + +
SPIID!-I.KTIIPM \\
10170 oM | Y 1 N

70 80 9% 100 10 120 130 140 150 150 170 1BO

o 1 20 30 a0 50 60
FLOW RATEIN 115 GALLONS PER MINUTE

Note: intelliFlo VS+SVRS minimum speed is 1100 RPM

1Y X
qu;nm]
- 28in
[7vmm] | 7an |
|199mm]|
22.4in
| 594mm)
L ?.9In
[253mm]
12.4in 11.Bin #.1in
{316mm] [301mm]) [232mm} . [ {

See page 509 for replacement parts.



COMMERCIAL INTELLICHLOR® 4
=
SALT CHLORINE GENERATOR =
¥ PENTAIR N
Featured Highlights . . a
*» Enchsingle cetl P: ted EE&
e * Pre-moun Ty
praduces up to 2 ths of mutti-power center i
chlorine per day configuration froe ]
» Calor LED status » Must be used with ; { * Neod308PM per cellinmaniold
displays an axternal ORP/pH i 3 'i ta rigger flow switch
Fertmanceiua ol B o
captured daily e Sell-cleaning f 220VAC and ORP Controller
* Automatic shut-off » NSF listed [ e
feature helps protect : A
and prolong cell life silli:Loed Possible Power Center

and Manifold Configurations

IntelliChlor Salt Chlorine Generator uses common
table salt to produce all the chiorine a pool needs,
safely, effectively, and automatically. Same sanitation
performance as manual chlorine addition without the
drawbacks. No need for customers to buy, lranspar!
and store chlorine compounds.

Must use ap external ORP Controller, We
suggest 521357 IntetliChem without pumps

or Acu-Trol® Systems. Ordering Information
0
520970 COMSYS-2 1P 1 1] 2
520974 COMSYS-4 1P, 1S 1 1 [
520972 COMSYS-4 19,25 1 2 6
520973 COMSYS-8 1P,35 1 3 )
520974 COMSYS-10 1P, 4S5 1 4 10
520975 COMSYS-12 1P, 55 1 5 12
520976 COMSYS-14 1P, 45 i & 14
520977 COMSYS-14 1P.75 1 7 I3

! Codes for commercial poals typically require 2 bs. of chiorine production per every 10,000
gailons. Please consult your local codes for chlorine production requirements.

Note: COMSYS-System includes: Primary Cell, Secondary Cells, Primary Power
Canter, Secandary Power Centers, and the manifold.

* Call factary for sizing Commerciat IntelliChlor systems for pools larger than 80,000 gallons.

Product Description Carton Oty. Carton Wt. (Lbs.]

521151 InteitiChlor CIC40P Replacement Primary Commercial Cell
521005 IntelliChlor CIC40S Replacement Secondary Commercial Cell
520978 IntelliChlor ICS0P Replacament Primary Power Center
520556  IntelliChtor Replacement Secondary Power Canter

P104-1 IntelliChlor Surge Board with ORP |{Commerciat]

P N )

For replacement parts please call Technical Service at 1-800-831-7133.




o INTELLICHLOR®

S SALT CHLORINE GENERATOR

Rl P rENTAR

4 A » Full dizgnestic capabllities. incluting coll ite tracking that
S Eoo  gommesrmeelerd ol st G

chlorine putpul, coll ¢leaning cycles, sall raadings, and water
§renta temperature averagest.

= Push-bution operalmn and sasy-to-view displays enabie last checking
of salt levels, cell cleanlinass, sanitizer oulput,
and water flow

» Automatic shut-off featurs protacts the unit and prolongs cell Life under

InteltiChlor Salt Chlarine il oy [N

Genarator Cell - &n:-l!lilm cycling helps prvant calebym and scabe bild-up o magimize
[
IntetliChlor Salt Chlorinator uses cammon table salt to « Ability to communicats with IntetllTouch®, EacyTouch®, and Sutfouch®
produce all the chlorine a pool needs, safely, effectively, Automation Systems '
and automatically. Same sanitation performance as « 1OVAC or 220 VAC wiring 1110 VAC ueiy fer 1C15)

manual chlorine addition without the drawbacks. No
need for customers to buy, transport and store chiorine
compounds.

* include 2in. umions [(C15 unions adaptto 1 %ind
= Certifiad te UL. 1081 standard lor salety

* NSF approved

« Heaith Canadu spproved

Ordering Information
Product Dascription Carton Qty. Carton Wt. |Lbs,]

INTELLICHT ORSAT T CHEORINE IREHERATOR FUOR UNNTEDS TATES

520888 IntalliChior IC15 Ealt for Smallar Pools [US Version) - includes External Powsr Supply
5211 fintaltiChler Replacemant External Powsr Supgply for 1C13

520554 IntefliChlpr IC20 Cell [US Version] 1 7
520555 IntelliChiar (4D Call 1US Version) 1 1%
521105 IntalliChior IC40 Cell [US Version! ? 14
520554 IntelliChtor Power Center [US Varsion] 1 1

INTELLICHLG R SALT CHLLRINE SGEHNERATOR | CR GANAJA

522109 IntaltiChior ICY5 [Canadian Version] ] ?
520911 latalliChlor IC20 Cell (Canadian Versicn) 1 7
520012 intelliChlor IC40 Cell [Canadian Yersion) 1 14

520910 IntelliChlor Power Center [Canadian Version) 1 14
; MTELL ILHLLER SALT CHLORYE GENERATOR ALCESSORIES :

520588 IntsltiChler pass-through call for winter or stari-up 1 3
520594 IntelliChior diagnestic wand 1 1
520595 IntelliChlor replacement unions fcantains 2 0-rings, 2 couplars, 2 nuts) 1 1
520870 IntelliChlor Acld Washing Kit linctudes closad-end union cap, D-ring, and coupling nutl 1 |
520734 15 foot exatension power cord 1 1
520736 IntelliChlar Flow Switch reptacemant kit 1 1
521147 InteliChlor Orings - Pack of Ten 1 1
5212482 IntelliChior Powear Cantar fuse holder replacement wffuse 10A 250V 1 1
S20042 IntelliCtior Power Center PC100 surge board replacement 1 1
520017 IntallipH canister wilh controller 1 8.
521495 IntefiCMor {G15 Reptacement Reducer Unlons - 2 in. to 1-1/2 in. lcontains 20-rings, 2 1 1
couplers, 2 nutsl
521433 IntslliChlor Debris Cross Guard - Pack of § 1 1
10010 IntalliChior Paer Center fuse lor IC15 A 250V) 1 1
10004 IntsliiChlor Power Centar fuse lor IC20, 1C40, ICS0 [10A 250V] 1 1
52705 ImelliChior Power Cantar sulomotive style fuse replacement [1DA/ 58Y Mini-blade) 5 1

52240 IntelliChior Surge Board PC100 Europa 1 1




CLEAN & CLEAR® PLUS FILTERS
FIBERGLASS REINFORCED POLYPROPYLENE TANK

Featured Highlights

« NSF Listed
* Superior strength

# PENTAIR

 Large filter area for increased
dirt capacity

» 1-1/2in., 100% drain clean-out port
» Continuous High Flow™ internal

Air Relief *
» Base and plumbing kits now available Clean & Clear
» Injection molded tank Plus Filter
* Balanced hydraulic flow
» Tension Control™ Clamp
= 100% factory tested Clean & Ctear Plus Filters have a corrosion resistant injection molded
« Black bulkhead unions filter tank featuring superior strength and retiability. The cart_ridge
] s assembty uses four easy te clean, non-woven, polyester cartridges.
* High Flow manual air retief valve Each filter is supplied with a bulkhead union set for easy installation.
Ordering Information
Produt Mg Eaciverision  Flawtute s oy

8 Hour 10 Hour £2 Hour

140370 CCPZ40 240 90 43,200 54,000 44,800 1 80

160040 ccPazot 320 120 §7.400 72,000 84,400 1 ]

160301 CccpizD! 420 150 72,000 0,000 108,000 1 80

160332 cceso! 50 150 72,000 70,000 109,000 1 $0
! MSF Listed,

* Rasidential rate 375 6PM persq. It of fiter ares

Dimensions and Performance

Yorth ol Chearinea T Memevs Siet slimentl

Dimension Table ——.

Hode! | ADim. | BOIm.

600 | I % Naote: Actual system flow will depend on plumbing size and
16030 | 47 53 ather systam comporents.

Lol I ad Note; Pentair Aquatic Systems does nol recommaend fow
180032 | 567 T rates above 150 GPM.

* Integrated continuous High Flow internal air relief is
operational only when there is unobstructed flow in the
circulat ng system.

Note: Operaling Limits - maximum continual aperating
pressure of 50 PSI. Pool/spa [bather] applications, maximum
operating water temparature linternal filler]) 104°F (40°C)

See page 377 for replacement parts.
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MASTERTEMP® HEATER

HIGH PERFORMANCE ECO-FRIENDLY HEATERS
% PENTAIR

Featured Highlights

* Heats up fast so ho long waits before enjoying
your pool or spa

* Best-in-class energy efficiency*

= Manual gas shut-off when service is required

D PENTAIR

» Eco-friendly MasterTemp Healer is certified for
low NOx emission and cutperforms industry
standards

* Rotaling digitat display allows for easy viewing

+ Tough, rustproof exterior handles the heat and
weathers tha elements

MasterTemp High Performance Heater = Certified for puldoor and indoor installations
« For Air Intake Kit order part number 461031

MasterTernp hezters offer all the efficiency, convenience and reliability features you wantin a pool heater, plus a lat more, As
easy to use as your home healing system, plus, user-friendly indicator lights make system operation and monitoring a snap.
The compact design and super-quiet operation won't intrude on your poolside leisure time. Heavy-duty [HD) unit with cupro-
nickel exchanger stands up to the harshest of applications, like low pH, high flow or heavy use.

Ordering Information
Product Gas Type BTU 1000°s) Carton Qty. Carton Wt.

460792 Natural 175 1 128
460793 Propane 178 1 128
450730 Natural 200 1 128
460731 Propane 200 1 128
461000 Natural 200 ASME 1 138
4461001 Propane 200 ASME 1 138
4560732 Natural 250 1 133
440733 Propane 250 1 133
460771 Natural 250 ASME 1 140
450772 Propane 250 ASME 1 140
461020 Natural 250 ASMEHD 1 140
460804 Natural 250HD 1 135
460734 Natural 300 1 136
460735 Propane 300 1 136
460736 Natural 400 1 134
£60737 Propane 400 1 136
450805 Natural 400HD 1 136
440775 Natural 400ASME 1 149
461021 Natural 400 ASME HD | 149
460776 Propane 4A00ASME 1 149

Note: The MasterTernp Heater in certitied for low NOx emissions
* Standard Copper Heat Exchanger BA% Efficient
Heavy Duly (HO] Cupro-Nickel Heat Exchanger B2% Ellicient.
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WHISPERFLO®
HIGH PERFORMANCE PUMPS

LLGLYE Featured Highlights
tfficiency =
’?‘“—R Uatabase o Quersized strainer basket and volute -
\_@ industry standard in pool pumps
‘. ¢ Standard and Energy-efficient Square Flange
Maters avallable
= Lower HP’s deliver higher performance than
industry standard
« Compatible with all cleaning systems, various fillers
and jet action spas
WhisperFlo High Performance Pumps » Heavy-duty/durable construction is designed for long life

Robust thermoplastic with the Cam & Ramp™ Sce-ThroughLid = Designed for residential and commercial applications

design. Self-priming, high flow with Funnet-Flo™ Diffusers. 2 . New molor increases life, energy, efficiency, ease of
in. suction and discharge ports. Motor leatures threaded shaft installation and better cooling for long service life
and durable commercial duty 56 frame motorwith NEMA Rated

square flange.

D PENTAIR

Energy Star
Certificd
Il Models in blue

Ordering Information

Product  Model  VeMage '2:::“ W s srup  PrimanyLisingsand "m,?,'f' Wetimayi e
. ’ FHERGY EFEICIEH T SIHGLE SPEFIFULL RATED d
ONSIt  WFE:2 11520820  BW/&S-44 N2 130 035 ULLNSFLAPSP'  Zinx2in. 0 £
DISIZ WRE-3 11520830 T2070-64 A6 167 135 UL NSF? Zin.x2in. @ F
ONSIY  WRES  1S/HIS-2%0 WAIBIA 1 165 145 UL, NSF? Zin_x2in. “ 6
OIS WFE-S  208-230 94-08 Y2 147 220 UL, NSF3 2. x2in. 54 H
0SS WFE- 208200 Mea62 2 130 240 UL, NSF? 2in. x2in. 55 t
QUSIA  WFEZ 208230 150434 3 115 245 UL NSF? Zinx2in 56 3
‘ _ EMERISY EFFICH NTAINGLE SPEED UPRATER

G11S17  WRE-24  VIS/208-230 128/70-64 1 125 125 UL1, NSF? 2in.22in. a F
011518 WFE-26  115/208-200 147874 M2 10 185 UL, NSF? 2in.221n. m 8
011519 WFE-Z8  208-230 04-88 2 140 2.20 UL, NSF? 2in.x2in. 5 H
OUS20  WRE-30 208230 - 110402 22 04 240 UL, NSF? ZinxZin. 85 i
ONSTE  WR2  M5R08230  B/S2SE 2 155 095 UL NSFLAPSP  2inx2in. 0 E
ONST?  WF-3  1157208-200  12/62-66 WA 187 125 UL, NSF? 2in.x2in a £
ONSE  WR-§  115/208-200 180/7B-BD 1 145 148 ULY, NSF? 2inx2n. m G
ONMS8l  WF-6  115/208-133  21.0M10.0-105 172 150 225 UL, NSF? 2in,x2in. 54 H
prsaz  WE-B 20820 20 MSNO 7 130 240 LY, NSF* 2in2Zin 55 )
0SBl WR2 20 11 3 15 248 ULY, NSF? 2in.x2in, 5 J
ONTM WF-23  1157208-230 10.8/5.2-5.4 M4 12 083 UL, NSF? 20120, 8 E
O WRe2k  1IS/208:230 M2/2-46 1 124 124 UL NSF? 2in.x2in, 4 3
N3 WF25  NSA08-230  160/788D 142 LD 145 ULY, NSF2 Zin.22in. “% o
ONTH  WE3S  15/208-20 ZtON0S-IDS 2 118 220 LY NSF? ZinxZin. 5 H
N7 W3 zezmp LSO 22 186 240 UL', NSF? 2in.22in. 55 1
OM661  WFK-4  208-200/680 494523 1 145 148 NSF? 2in. x2in, 7 B
01642 WRK-6 208230040 446332 L2 17 22 NSF1 2in.22in. i H
D443 WK 208-230/680 757224 2 130 240 NSF? 2in.x2in. ) '
DHSAL  WRN2 2082000660 989447 3 115 245 NSF? 2in_xZin. 50 3



WHISPERFLO®
HIGH PERFORMANCE PUMPS {CONTD)

' : Full Load PrimaryListingsand  PortSize Carton  Curve
Product Model Veltage Ampa WP SF SFHP Certifications* {NPT} Wt.iLbs.) Kay

WFD5-3 146047 UL', NSFE APSP? 2in.x2in.
WFUS-4 730 78/30 T 185 185 UL, NSF*, APSP? 2in.x2in &7 B.6
4 wros-¢ 230 10.6/35 -1z 147 220 UL", NSF® APSP*® 2in. x2in, 55 cH
d WFOS-8 11.0/4.0 7 130 280 UL', NSF!, APSP! 2in.x21n,

TELRRE
Cn114RE

F011522
011523

148067 1125 125 UL, NSFt, APSP? 2in.x2in
WFDS-24 230 7.8.0° -2 18 145 UL, NSF2, APSP? 2in.x2in.
WFDS-28 230 100/35 2 1w 22 UL, NSF3, APSP? 2in.a%in,
1.0/4.0 U2 104 240 UL, NSFZ APSP! 2in. % 2in.

U5
12510
11574
01152,

B.G
C.H

-

AOANEAD EIFERELIT RS

FHERDY EI FIZIERTS PHASE= SEHZINP LT 0w A2 |
W76 WFEL-2 24B/120 15158 W2 1 455 UL, NSF! 2in.a2in, 41
T WREL-] 240120 75/150 ¥i 10 08 UL NSF? 2in.alm.. Li]
347928 WFEL-4 240/120 49has8 1 e 190 UL, NSF* in.xZin &6
Wy WFEL-S 240 72 13 110 1.45 UL, NSF? Zin.x2in. 54
LTI WFEL-8 240 4 2 110 20 UL ', NSF?! 2in.x2in. 55

11201-0154  2in. x 2 in. Union {2 in. NPT male x 2in. female NPT quick connect]  * Note: tvro required per pump Isold individuatly)
357156  Cover/Lid, Chumical Resistant, CAM K RAMP

' UL indicates that pump bears » UL mark signifying evaluvalionto U5, 1 'APSP' Pump has been evaluated lo ANSHAPSPACC-15 and Catitormia

Standards UL1081 for Permanently Connected Swimming Pooland Spa Title 20 and I4 certilied to use an Residential Swimming Pool Filtration

Pumps and to Canadian Standards CAN/CSAC22.2 No. 108-01 Liquid Systams.

Puemps For Swimming Pasts Only [Enclozure 3. * Product may have beon evatuated to other state and local regulatory 0
t “NSF indicates that pump bears a NSF mark signi'ying evaluation 1o standards. Listing status may change. Always conlirm status with

NSF Standard 50 For Selt-Priming Centrifugal Pumps For Svaimming appropriate agency if in doubt,

Pools, S d Hot Tubs i H
oals, Spas and Hot Ty Dimensions and Performance

A= VARYING LENGTH 1o
e | swer | EE TERC
5 | s | s wo oy
a5 | nas | oma --..\
V| wm | 344 ns g et Py a
15 | 2548 | 1 n. ..":‘--.._\--.._-..,_ ™~
2 | I54 2544 13 © ~] =l
25 | 3888 | 2%k \\,\ \\
3] 2mu | 2mu | 2o En__..__ ‘\ N
£, RYANANEANS N
a N N '\ \ - -
i1 \\\ N \\\\ \\Y
%_ \\\\ N NIERN el
] \ \ \ h |\ ' 1 = -
NN 3
0 RS e NN
\\\\\:“}\ q ¥
® \. . <%
A "unpnomnnnnmmmmmmmmw
95 Rip =
e

12 A4 REF

§000

See page 514-515 for replacement parts.
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Catherine Dorau, Associate Planner

FROM: Charles R. Guarino, Civil Engineer 11 szﬁ

SUBJECT: 114 Waterside Lane

Based on my review of the plans titled “Wetland Regulated Activity Zoning Location Map
Dependent Resurvey Prepared for: Linda H. Goldfarb, et al 114 Waterside Lane West Hartford,
Connecticut Scale: 17=30" Date 06/09/16”, I offer the following engineering comments:

1.

2.

The plans shall include a detail of the proposed retaining wall.

The plans shall include a cross-section of the proposed 3" to 4’ wide berm including the
height.

The bottom of the proposed pool is at elevation 95 (assumed datum) to allow for gravel
and sand below the liner the excavation will be down to approximately elevation 94. The
water surface elevation of Wood Pond must be labeled on the plans. If the bottom of the
pool excavation elevation is below the pond water surface elevation a dewatering plan is
required.

The existing fence is to remain and no proposed work is shown east of the existing fence
therefore the proposed silt fence needs (o be located on the uphill side (west side) of the
existing fence.

The existing patio and stone wall extend north of the house line (near the northeast corner
of the house) which may limit access to the backyard. The plans need to be revised to
show the patio and wall.

The temporary stockpile area is not large enough to accommodate the soil from the entire
pool excavation. Either the temporary stockpile area needs to be enlarged or the
excavated material should be loaded directly into dump trucks and removed from the site.

CRG:sr

C: Duane J. Martin, P.E., Town Engineer

TOWN OF WEST HARTFORD

TOWN OF WEST HARTFORD 50 SOUTH MAIN STREET
WEST HARTFORD, CONNECTICUT 06107-2431
(860) 561-7540 FAX: (B60) 561-7551
www westhartford org

_r. Duﬂ'\m_(, CIDM'M'



Town of West Hartford

Conservation and Environment Commission (CEC)
Meeting Minutes

June 27, 2016, 7:00 PM

Town Hall, Room 314

Present: Commissioners: Brian McCarthy (Chair), Chen Lu, Matt Macunas
(Quorum not met)

1. The May 2016 CEC Meeting Minutes were approved (on Motion by Matt, Second by
Lu).

2. Communications and News: No news to report. Commissioners are reminded to provide
more advanced notice prior to missing a meeting.

3. New Business:

1344 New Britain Avenue- Application (IWW #1046) of NB Asset Management, LLC,
Brandon Handfield, P.E., (Eleanore M. Leary Estate, c/o John Leary III, R.O.) seeking
approval of an Inland Wetlands and Watercourses Permit to conduct certain regulated
activities which may have an adverse impact on a wetland and watercourse area. The
applicant seeks to construct two (2) single-family homes as part of a proposed
subdivision. The two lots are located across the street (New Britain Avenue) from
Wolcott Park which has wetland soils per the Town map. One of the driveways and part
of the site development for both homes falls within the 150 ft. upland review area.
(Submitted for IWWA receipt on July 6, 2016.)

-Applicant not present- Application was not discussed

114 Waterside Lane- Application (IWW #1047) of Haz-Pros, Inc., Clayton Kilbourn,
President, (Linda Goldfarb, R.O.) requesting approval of an Inland Wetlands and
Watercourses Permit to conduct certain regulated activities which may have an adverse
impact on a wetland and watercourse area (Wood Pond). The applicant proposes to
install a waterfall and an in-ground salt water pool approximately 22’ x 36" with a
masonry paver patio and walk. The proposed activity is within the 150 ft. upland review
area. (Submitted for IWWA receipt on July 6, 2016.)

The applicant proposes to build a pool with a surrounding patio in the backyard of 114
Waterside Lane. The pool will measure 560 square feet, contain 20,000 gallons of water,
with a maximum depth of 8 feet. There will be an adjoining waterfall next to the pool.
The pool is anticipated to be a salt water pool, which will initially require 600-700
pounds of salt. The pool is chlorinated by an electrical method that derives chlorine from
salt by running a current through the salt and water mixture.

The back of the property slopes down from the house to Wood Pond. The pool and
adjoining patio are proposed to be constructed near the bottom of the slope and roughly

1



30" from Wood Pond. The applicant claims that the proposed pool site is the most
reasonable and prudent location because it is relatively flat. As a result, he believes it
would create the least disturbance to the property. The applicant proposes to build a 3-4
feet wide vegetated bed (details were not given in the application of this feature)} roughly
70 feet long, between the patio and Wood Pond, to intercept runoff from the pool and
patio into Wood Pond (no specifics as-to how this would occur were given). The
applicant communicated to the commission that all seil from the excavation for the pool
will be disposed off-site. The applicant communicated that if any leaks stem from the
liner of the pool, the water will be pumped out by truck rather than being drained onto the
lawn or into the pond, although this is not documented on the plans.

Based on the foregoing, the Commission has concerns that the pool installation
specification (submitted as part of the application) requires the bottom of the pool
elevation to be above the water table (we would require the estimated seasonal high water
table elevation). The applicant does not, however, know the depth of the water table at
the proposed pool site. Given the close proximity between the proposed pool site and
Wood Pond, the commission suggests the applicant to provide the depth to water table
elevation at the proposed pool/patio location. This groundwater elevation determination
should require a screened PVC well pipe, roughly 1” diameter, to be set at a depth of

10’ below surface grade and allowed to sit overnight and subsequently measured the
following morning.

According to the manufacture’ s specification for the Pool, having the substructure of
the pool above the water table will protect the integrity of the pool structure and thus we
believe reduce the chances of pool material failures that would cause chlorinated pool
water to drain into the adjacent Wood Pond. Accordingly, the Commission recommends
that the applicant conduct a test boring in the pool location and provide the information to
the CEC and or West Hartford Inland Wetlands Commission.

. Motion for Meeting Adjournment approved (on Motion by Macunas, Second by Lu,) at
8:21pm.

%]



i LINDA H. GOLDFARB

114 Waterside Lane
West Hartford, CT 06107

Catherine Dorau, Associate Planner June 24, 2016
Town of West Hartford

Department of Community Services

Planning and Zoning Division

50 South Main Street

West Hartford, CT 06107

RE: 114 Waterside Lane, West Hartford

Dear Ms. Dorau:

I am the owner of 114 Waterside Lane, West Hartford, CT 06107. I am writing this letter to
formally authorize Haz-Pros, Inc., Clayton Kilbourn, President, 125A Brook Street, West
Hartford, CT 06110 to represent me in any meetings regarding the proposed construction of a
pool at my home. 1 also approve and consent for Haz-Pros, Inc. to carry out such renovations
and construction as is authorized by the Town of West Hartford.

Please let me know if you require any other information.

Thank you for your attention and assistance.

Sincerely,
JZJHJ;‘—AA— 14/ 927&,:'3-{__ .
Linda H. Goldfarb
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June 23, 2016

Town Wetland Map
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Town of West Hartford, CT

114 Waterside Lane

MAP FOR REFERENCE ONLY

NOT A LEGAL DOCUMENT

Town of West Hartford, CT makes no daims and

the validity or accuracy of the GIS data presented

no warranties, expressed or implied, conceming
on this map,

Parcels updated 5/22/2015
Properties updated Daily
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